
Sr. 
No. Description Qty Unit Amount

(In figure) (In words)
1 Excavation for foundation in earth, soil of all types, sand, gravel

and soft murum, including removing the excavated material up to a
distance of 50 m. beyond the building area & stacking and spreading
as directed, dewatering, preparing the bed for the foundation and
necessary back filling, ramming, watering including shoring and
strutting etc. complete. (Lift upto 3.0 m.) By Manual/Mechanical
Means
[Spec.No. : Bd.A. 1 Page No. 259]

240.00 Cum

2 Providing and laying Cast in situ/Ready Mix cement concrete in M15
of trap/ granite/quartzite/gneiss metal for bed blocks, foundation
blocks and such other items including bailing out water, Steel
centring, formwork, laying/ pumping, compacting, roughening them if
special finish is to be provided, finishing uneven and honeycombed
surface and curing etc. complete. The Cement Mortar 1:3 plaster is
considered for rendering uneven and honeycombed surface only.
Newly laid concrete shall be covered by gunny bag, plastic, tarpaulin
etc. (Wooden centering will not be allowed.), with fully automatic
micro processor based PLC with SCADA enabled reversible Drum
Type mixer/ concrete Batch mix plant (Pan mixer) etc. complete.
With fine aggregate (Natural Sand / Crushed sand VSI Grade finely
washed etc)
[Bd.E.4 Page No. 289 and B-7, Page No.38]

42.00 Cum

Rate

VISVESVARAYA NATIONAL INSTITUTE OF TECHNOLOGY, NAGPUR

"S C H E D U L E - B"

Name of work  :Construction of Compound Wall around Swimming pool at VNIT, Nagpur 
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3 Providing and laying in situ cement concrete M-25 of trap / granite
/quartzite/gneiss metal for R.C.C. work in foundations like raft,
strip foundations, grillage and footings of R.C.C. columns and 
steel stanchions etc. including bailing out water, formwork, cover
blocks compaction and curing roughening the surface if special finish
is to be provided (Excluding reinforcement and structural steel) etc.
etc. complete, With fully automatic micro processor based PLC with
SCADA enabled reversible drum type concrete mixer. With natural
sand.
[Spec.No: Bd.F.3 Page No. 298 and B.7,Page No.38)]

26.00 Cum

4 Providing and casting in situ cement concrete M-25 of trap / granite
/quartzite/ gneiss metal for R.C.C. columns as per detailed designs
and drawing or as directed including centering, formwork, cover
blocks compaction finishing the formed surfaces with cement mortar
1:3 of sufficient minimum thickness to give a smooth and even
surface or roughening if special finish is to be provided and curing
etc. complete. (Excluding reinforcement and structural steel).With
fully automatic micro processor based PLC with SCADA enabled
reversible drum type concrete mixer With Natural sand.
[Spec.No.: Bd.F.5 Page No.300 and B.7,Page.No. 38]

28.00 Cum

5 Providing & casting in situ cement concrete M-25 of trap / granite
/quartzite/ gneiss metal for R.C.C. beams and lintels as per detailed
designs & drawings or as directed including centering, formwork,
cover blocks compaction & roughening the surface if special finish is
to be provided & curing etc. complete. (Excluding reinforcement and
structural steel). with fully automatic micro processor based PLC with
SCADA enabled concrete batch mix plant (pan mixer).... With natural
sand.
[Spec.No.: Bd.F.6 Page No.300 and B.7,Page No.38]

25.00 Cum
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6 Providing and fixing in position TMT / HYSD steel bars reinforcement
of various diameters for R.C.C. pile caps, footings, foundations,
slabs, beams and columns, canopies, staircases, newels, chajjas,
lintels, pardies, coping, fins, arches etc. as per detailed design and
drawings and schedules including cutting, bending, hooking the bars,
binding with wires or tack welding and supporting as required
completed.
[Spec.No.: Bd.F.17/Page No.306]

10.00 M.T.

7 Providing fly ash brick masonry with conventional/ I.S. type bricks
in cement mortar 1:6 in Superstructure including striking joints,
raking out joints, watering and scaffolding etc. complete.
As director by engineer incharge.

170.00 Cum

8 Providing sand faced plaster externally in cement mortar using
approved screened sand, in all positions including base coat of 15
mm thick in cement mortar 1:4 using waterproofing compound at 1
kg per cement bag curing the same for not less than 2 days and
keeping the surface of the base coat rough to receive the sand faced
treatment 6 to 8 mm thick in cement mortar 1:4 finishing the surface
by taking out grains and curing for fourteen days scaffolding
etc.complete.
[Spec.No.: Bd.L.7/Page NO.369]

1800.00 Sqm

9 Providing and applying two coats of exterior weatherproof emulsion
paint APEX ULTIMA or eqivalant confirming to corresponding I.S.
of approved manufacture and of approved colour to the plastered
surfaces including cleaning ,preparing the plaster surface,
scaffolding if necessary , and watering the surface for two days etc
complete. As directed by Engineer in charge.

1800.00 Sqm
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10 Providing and  fixing mild  steel  grill  gate openable/ sliding with  
angle iron  frame 65mm x  65mm x  10mm with  iron  bars  at 150mm 
C/C and diagonal flats or as per the detailed drawing including 
hinges, pivot block, rollers ,  locking arrangement, welding riveting 
and oil painting of three coats of approved shade Weight of gate 35 
Kilogram/Sqm.                                             As directed by Engineer in 
charge.

30.00 Sqm

Total Amount in Rs

Contractor Director
VNIT, Nagpur.

Plus GST as applicable
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