
Name of work :- Construction of Industrial Shed for KVIC & DST projects of Mechanical Department at VNIT, Nagpur.

Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

1 Excavation for foundation in earth, soil of all types, sand, gravel
and soft murum, including removing the excavated material up
to a distance of 50 m. beyond the building area and stacking
and spreading as directed, dewatering, preparing the bed for
the foundation and necessary back filling, ramming, watering
including shoring and strutting etc. complete. (Lift upto 1.5 m.)
 As director by Engineer in charge.

60.00 Cu.M.

2 Excavation for foundation in earth, soils of all types, sand,gravel 
and soft murum, including removing the excavated material
upto a distance of 50 metres beyond the building area and
stacking and spreading as directed, dewatering, preparing the
bed for the foundation and necessary back filling, ramming,
watering including shoring and strutting etc. complete. (Lift from
1.5m to 3.0m)  As director by Engineer in charge.

17.00 CuM

3 Providing preconstructional antitermite treatment as per I.S.
6313 (Part-II) by treating the bottom surface and sides of
excavation at the rate of 5 litres of emulsion concentrate of 1.0
percent of chlorophyrifos per square meter of surface area
covering 10 years guarantee on bond paper. As director by
Engineer in charge.

220.00 SqM

4 Providing preconstructional antitermite treatment as per I.S.
6313 (Part-II) by treating the top surface of plinth filling at the
rate of 5 litres of emulsion concentrate at 1.0 percent of
clorophyrifos per square metre of surface area covering ten
years guarantee on bond paper. As director by Engineer in
charge. 

70.00 SqM
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

5 Providing and laying Cast in situ/Ready Mix cement concrete in
M15 of trap/ granite/quartzite/gneiss metal for bed blocks,
foundation blocks and such other items including bailing out
water, plywood/steel formwork, laying/ pumping, compacting,
roughening them if special finish is to be provided, finishing
uneven and honeycombed surface and curing etc. complete.
The Cement Mortar 1:3 plaster is considered for rendering
uneven and honeycombed surface only. Newly laid concrete
shall be covered by gunny bag, plastic, tarpaulin etc. (Wooden
centering will not be allowed.), with fully automatic micro
processor based PLC with SCADA enabled reversible Drum
Type mixer/ concrete Batch mix plant (Pan mixer) etc.
complete. With natural sand/V.S.I. quality Artificial Sand As
director by Engineer in charge.

15.00 CuM

6 Providing and laying Cast in situ/Ready Mix cement concrete M-
25 of trap / granite /quartzite/ gneiss metal for R.C.C. work in
foundations like raft, strip foundations, grillage and footings of
R.C.C. columns and steel stanchions etc. including bailing out
water, formwork ,cover blocks, laying/pumping, compaction and
curing roughening the surface if special finish is to be provided
(Excluding reinforcement and structural steel) etc. complete,
with fully automatic micro processor based PLC with SCADA
enabled reversible Drum Type mixer/ concrete Batch mix plant
(Pan mixer) etc. complete. With natural sand/V.S.I. quality
Artificial Sand. As director by Engineer in charge.

9.00 CuM

7 Providing and laying Cast in situ/Ready Mix cement concrete M-
25 of trap / granite /quartzite/ gneiss metal for R.C.C. columns
as per detailed designs and drawings or as directed including
centering, formwork, cover blocks compacting and roughening
if special finish is to be provided and curing etc. complete.
(Excluding reinforcement and structural steel).with fully
automatic micro processor based PLC with SCADA enabled
reversible Drum Type mixer/ concrete Batch mix plant (Pan
mixer) etc. complete. With natural sand/V.S.I. quality Artificial
Sand .  As director by Engineer in charge.

4.00 CuM
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

8 Providing and laying Cast in situ/Ready Mix cement concrete in
M-25 of trap/ granite/ quartzite/ gneiss metal for R.C.C. beams
and lintels as per detailed designs and drawings or as directed
including centering, formwork, cover blocks, laying/pumping,
compactionand roughening the surface if special finish is to be
provided and curing etc. complete. (Excluding reinforcement
and structural steel).with fully automatic micro processor based
PLC with SCADA enabled reversible Drum Type mixer/
concrete Batch mix plant (Pan mixer) etc. complete. With
natural sand/V.S.I. quality Artificial Sand . As director by
Engineer in charge.

5.00 CuM

9 Providing fly ash brick masonry with conventional / I.S. type fly
ash bricks in C.M. 1:6 in foundation and plinth including bailing
out water manually striking joints, racking out joints watering
and scaffolding etc. complete. As director by Engineer in
charge.

5.00 CuM

10 Providing fly ash brick masonry with conventional/ I.S. type
bricks in cement mortar 1:6 in superstructure including striking
joints, raking out joints, watering and scaffolding etc. Complete.
 As director by Engineer in charge.

13.00 CuM

11 Providing and fixing in position TMT - FE - 500 bar
reinforcement of various diameters for R.C.C. pile caps,
footings, foundations, slabs, beams columns, canopies,
staircase, newels, chajjas, lintels pardis, copings, fins, arches
etc. as per detailed designs, drawings and schedules. including
cutting, bending, hooking the bars, binding with wires or tack
welding and supporting as required complete. As director by
Engineer in charge.

3.60 M.T.

12 Providing structural steel work of rectangular hollow steel
section for steel trusses, other similar trussed items like purlin
and members with all bracing, gusset plates etc. as per detailed
designs and drawings or as directed including cutting,
fabricating, hoisting, erecting, fixing in position making
riveted/bolted/ welded connections and one coat of
anticorrosive paint and over it two coats of oil painting of
approved quality and shade complete.
Spec. No. : As directed by Engineer-in-charge.

1.80 M.T.
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

13 Providing and fabricating structural steel work in rolled sections
like joists, channels, angles, tees etc. as per detailed design
and drawings or as directed including cutting, fabricating,
hoisting, erecting, fixing in position making riveted / bolted
/welded connections without connecting plates, braces etc. and
including one coat of anticorrosive paint and over it two coats of
oil painting of approved quality and shade etc. complete. As
director by Engineer in charge.

0.10 M.T.

14 Providing and fixing of colour coated Zincaluminium( R ) AZ150
( min 150 gms/sq.mt. total on each side ) profiled sheets for
roofing. The feed material is manufactured out of nominal 0.45
mm Base Metal Thickness ( BMT ) (0.5 mm TCT ), Hi-strength
steel with min.550 MPa yield strength, metallic hot dip coated
withAluminium-Zinc alloy (55% aluminiumm 43.4% zinc 1.6%
silicon) with COLORBOND ( R ) steel quality super durable
polyster paint coat ( with inorganic pigment). The paint shall
have a total coating thickness of nominal 35 mm, comprising of
nominal 25mmexterior coat on top surface and nominal 10 um
reverse coat on back surface. Profile sheet shall have nom.
950-1050 mm effective cover width and nominal 25-30 mm
deep ribs with sublet square fluting in the five pan at nominal
180-250 mmcenter-to-center. The end rib shall be designed for
anti-capacity groove. and return leg. The feed material should
have coil manufacturers product details marked a regular
interval. including fasteners with min. fastened with min. 25 um
Zinc-Tin alloy coated, Hex head, self-drilling screw etc.
complete. (weight of profile 4.52 kg/sqm) 301 mm to 600 mm
girth (Surface Width).including profile sheet ridge & Turbine
ventilator @ 3 m c/c.   As director by Engineer in charge.

120.00 SqM

15 Providing and fixing mild steel grill gate as per the detailed
drawing including hinges, locking arrangements and painting in
three coats of oil paint of approved colour and shade etc.
complete.(weight 24 kg. to 26 kg. Per Sq.m.) along with welded
mesh (12 gauge of 20x10 mm opening)
Spec.No.: As directed by Engineer- in-charge.

6.00 SqM

16 Providing and fixing mild steel grill work for windows,
ventilators, etc. 25 kg/sqm as per drawing including fixtures
necessary welding and painting with one coat of anticorrosive
paint and two coats of oil painting complete. As director by
Engineer in charge.

73.00 SqM
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

17 Providing and laying machine cut machine Polished Kota stone
flooring 25mm to 30mm thick and required width in plain/
diamond pattern on bed of 1:6 C. M. including cement float,
filling joints with neat cement slurry, curing, polishing and
cleaning  etc. complete.  As director by Engineer in charge.

70.00 SqM

18 Providing sills of required material 20mm to 25mm thick, on a
bed of cement mortar 1:4 including cement float, filling joints
with neat cement slurry, curing, polishing, rounding edges,
cleaning complete. As director by Engineer in charge.
         b) Granite                                                                                                                                              

14.00 SqM

19/33.27Providing and laying ceramic tiles having size 30 cm. x 60 cm.
confirming to corresponding I.S. for dado and skirting in
required position with readymade adhesive mortar of approved
quality on plaster of 1:2 cement mortar including joint filling with
white/ colour cement slurry cleaning curing etc. complete. As
director by Engineer in charge.

32.00 SqM

20 Providing internal cement plaster 12mm. thick in two coats in
cement mortar 1:4 without neeru finish, to concrete, brick
surface, in all positions including scaffolding and curing etc.
complete.  As director by Engineer in charge.

41.00 SqM

21 Providing internal cement plaster 20mm. thick in two coats in
cement mortar 1:3 without neeru finish, to concrete, brick
surface, in all positions including scaffolding and curing etc.
complete.  As director by Engineer in charge.

32.00 SqM

22 Providing and applying plastic emulsion paint of approved
quality, colour and shade to new surface in three coats
including scaffolding, preparing the surface. (excluding primer
coat) etc. complete.  As director by Engineer in charge.

50.00 SqM

23 Providing and applying putty to new plastered surfaces in two
coats to receive approved paint in all positions including all
materials,labour scaffolding and curing etc. complete. As
director by Engineer in charge.

50.00 SqM

24 Providing and applying two coats of exterior weather shield
paint (ultima)of approved manufacture and of approved colour
to the plastered surfaces including cleaning ,preparing the
plaster surface ,applying primer coat ,scaffolding if necessary,
and watering the surface for two days etc complete.

NOTE:
For Item No. 15 to 18 prior approval of Superintending
Engineer will be necessary

100.00 SqM
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

25 Providing, laying and fixing P.V.C. pipe of 110 mm. dia. with
fittings such as bends, tees, reducers, clamps, etc. including
necessary excavation, trench filling etc. complete. Including
removing existing pipe line if necessary and conveying and
stacking the same in PWD chowky or as directed etc.
complete. As director by Engineer in charge.

36.00 Rmt

26 Providing and fixing heavy duty inter locking concrete RUBBER
MOULD GLOSSY PAVING BLOCKS of 60 millimeter thickness
of having a strength of 400 Kg/sq.m of approved quality and
shape on a bed of crushed sand of 25 to 30 millimeter thick
including striking joints and cleaning etc. complete. (using
100% crushed sand)  As director by Engineer in charge.

150.00 SqM

27 Providing and laying cement concrete pipe of IS 458:2003 NP-2
class of 450mm diameter in proper line, level and slope
including providing and fixing collars in cement mortar 1:2 and
curing etc. complete.  As director by Engineer in charge.

6.00 Rmt

28 Cleaning of site including cutting of bushes, trees of all girths,
removing of roots of soil from the soil,spreading of soil, Surface
Dressing, transport of excess excavated earth / soils from site
to any other placeon the VINT campus as directed etc.
complete Spec. No. As directed by Engineer-in-charge.

1.00 Job
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Sr.N. Items of work Qty. Unit Amount
(In figure) (In words)

Rate

30 Providing and fixing welded mesh of 11 gauge wires having
mesh size 50 mm x 25 mm including M.S Angle frame of size
35 mm x 35 mm x5 mm in position with oil painting 3 coats etc.
complete. As director by Engineer in charge.

73.00 SqM

Total Amount of Civil Work in Rs

Contractor

SqM

Providing and fixing 15 mm thick eco-friendly densified edge
calcium silicate false ceiling (like aeroltie) of approved texture
spintone/cosmos/hexa or equivalent of size 595mm x 595mm in
true horizontal level, suspended on interlocking metal grid of
hot dipped galvanized steel sections (galvanising at @12
gm/sq.m including both sides)consisting of main T runner
suitably spaced at joints to get required length and size
24X38mm. made from 0.33mm thick(minimum ) sheet, spaced
1200mm center to center and cross T of size 24X28mm made
of 0.33mm thick(minimum ) sheet to be interlocked at the
middle of the 1200x600 mm panel to form the grid of size
600x600mm resting on periphery walls/partitions on a perimeter
wall angle precoated steel of size 24x24x3000 made of 0.4 mm
thick (minimum) sheet with the help of all plugs at 450mm and
laying 15 mm thick densified edges calcium silicate ceiling tiles
of approved texture (spintone/cosmos/hexa) in the grid,
including light fittings , fixtures , smoke detectors etc., wherever
required. Main T runners suspended from ceiling with using G.I.
slotted cleats of size 25x35x1.6 mm fixed to ceiling using
12.5mm dia. And 50mm long dash fasteners, 4mm G.I.
adjustable rods with galvanized steel levels clips of size
85x30x0.8mm, spaced at 1200mm center to center along main
T bottom exposed with 24mm of all T-sections shall be
prepainted with polyester baked paint, for all heights, as per
specifications, drawings etc. complete.(currently this item
should be used only for VIP cabins) As director by Engineer in
charge.

VNIT, Nagpur.

29

Plus GST as applicable

Director

80.00
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